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QPERATION - To remove the expariment train from the long module and transfer the
expeariment frain to the Level IV Workstand area in the Operations and Checkout (Q&T)
Building.

SUPPORTING DOCUMENTS - The associated aperational procedure and System
Assurance Anslysis (SAA) are as follows;

. OMI L5032, Expariment Train Removal - Long Module

. SAADTFS027-002, 27.5 Ton Bridge Crane - Q&C

GEMERAL DESCRIPTION - The task below reguires up to eight persons to be undar
the suspended Eurcpean Space Agency (ESA) strongback during removal of the
experimant train from the long module and transfer to the workstand or siorage as
follows:

. OMI LE0323, Transfer from Workstand Operation

Experiment train removal or transfer oparations are performed in the O&C low bay
using dual 27.5 ton bridge cranes. The suspended ESA strongback extends out
beyond the envelope of the lang module, which exposes parsonnel to a suspended
load while attaching or remaving the grounding strap, attaching or removing the cable
assembly, remaving or reinstalling the trunnion safety caps, rotating the roller
assembly, remaving or stowing the brakes, manipulating or securing the claws,
remaoving or inserting the bolts, nuts, and washers that secure the lower frame to the
long trolley.

During contingency payload grounding operations, ong person will be permitted to work

under the suspended load.

EATIONALE/ANALYSIS - The suspended load tasks comply with the NASA Alternale
Safety Standard as follows:
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Alternate Standard Requirement #1a - These operations cannaot be conducted
without placing personnel beneath the suspended ESA strongback because this
particular beam extends oui bavond bath the long module and the test stand that the
payload rests in.

Experiment train and long module operations in the 0&C have been evaluated, and it
nas been determined that there is no altarnate access to connect or disconnect the
appropriate hardware without passing under the ESA strongback because of its size,
As a result, there are no operational or procedural workarounds that can eliminate
personnel exposure to a suspended load.

The ESA strongback was specifically designed for module noisting &nd requires a dual
crane lift. The design of & support structure for this strongback s not feasible because
the strongback must be positioned directly over the payload in its holding fixture, which
would block access for 2 strongback suppart structure.

Alternate Standard Requirement #1b - The possible use of a secondary support
system, to caich the load in the event of 2 crane failure, was analyzed. It was
determined that the use of a secondary support system was not feasible because of
rositioning of the experimant train over the test stand.

Alternate Standard Requirement #1¢ - The maximum number of personnel allowed
under the suspended ESA strongback during removal of the experiment train from the
long madule and transfer to the workstand is eight.

Alternate Standard Requirement #1d - Experiment train remaoval or transfar
operations will be accomplished as quickly and safely as possible to minimize exXposure
time. It will take eight persons up io two hours to remave or transfer the axpariment
train (due to dual crans operations),

Alternate Standard Requirement #4 - OMI L5032 has been revised to permit only the
approved number of parsons under the suspended ESA strongbaclk. The OMI is
available on site for inspection during the operation.
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Alternate Standard Requirement #6 - Suspendead lcad aparations associated with
removal of the experiment train from the long module and transfer to the workstand in
the O&C involve two 27.5 ton bridge cranes, The cranes are designed, tested,
inspected, maintasined, and cperated in accordance with the NASA Safety Standard for
Lifting Devices and Equipment, NSS/G0-1740.9,

The 27.5 ton crane heists are equipped with two magnatic holding brakes (one on the
motor shaft and one on the gear reducer input shaft exiension), each capable of
helding the load up to the crane's rated capacity. Each brake's ability to hold the load
(27.5 tons) is verified annually. The cranes are designed o meet a 5 to 1 safety factor
based on ultimate strength for the hoist load bearing componenis.

Dual 27.5 ton cranes are being utilized. The ESA strongback weights 15,000 |bs and
the payload can weigh as much as 36,520 Ibs. The combined load is 51,520 Ibs.,
which is 45.8% of the cranes' capacity.

The lifting slings are rated at 36.520 Ibs and are designed to meet a 2.25 o 1 safety
factor based on yield strength and a & to 1 safety factor based on ultimate strength.

The 27.5 ton cranes are load tested annually at 100% of their rated capacity. Detailed
preventive maintenance is performed monthly, guarterly, semiannually, and annually on
the cranes to ensure proper operation. A detailed inspection of the lifting slings is
performed annually, Mendestructive tasting of the slings and crane hooks is performed
annually.

Alternate Standard Requirement 7 - A System Assurance Analysis {SAA) has been
completed on the 27.5 ton bridge cranes in the O&C. The SAA includes a Failure
Modes and Effects Analysis/ Critical ltems List (FMEA/CIL) and a hazard analysis (see
supporting documents).

The 5AA identifies one single failure point (SFP), the hoist gear reducer, which
transmils power and reduces rotational speed from the hoist motor to the rope drum. A
sheared key or broken teeth would cause interruption of the load path at the gearbox,
This failure would result in the load dropping, which could cause lass of life andlor
payload.

There is no history of failure with the SFP in the critical failure mode, A detailed
inspection of the gear reducer is performed monthly, and gear reducer oil samples are
verified annually. The use of high-quality, reliable components and & comprahensiva
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maintenance, inspection, and test program (including preoperational checks) ensures
that the crane syslems operate properly.

The associated SAA CIL Sheets identify all the rationale for accepting the risk of the
SFP including design information, failure history, and the operational contrals in effect
to minimize the risks (maintenance, inspection, test, etc.).

Alternate Standard Requirement #8 - Visual inspections for cracks or other signs of
damage or anomalies are performead on the hoist hooks, hoist beams, hoist cables,
hoist rod assemblies, and hoist fitlings, and crane functional checks are performed
bafore each operation per NSS/G0-1740.5.

Alternate Standard Requirement #9 - Trained and licensed crane operators shall
remain at the haist controls while personnel are under the load.

Alternate Standard Requirement #10 - Appropriate safety control areas ars
established before initiating operations. Only the minimum number of people
(manloaded in the procedure) will be permitted in this area.

Alternate Standard Requirement #11 - A pretask briefing and a safety walkdown of
the area are conducted prior to the [ift to ensure that all systems and parsonnel are
ready to support. All participants are instructed on their specific tasks and wamed of
any hazards invelved. Following any crew change, the new personnel are instructed by
the task lzader on their specific tasks and warned of any hazards involved.

Alternate Standard Requirement #12 - Personnel beneath the suspended load will be
in voice contact with the hoist operator andior task leader. Upon loss of
communication, the operation shall stop immediately, personnel shall clear the
nazardous area, and the load shall be safed, Operations shall not continue until
communications are resiored.

Alternate Standard Requirement #13 - Personnel working beneath the load shall be
in continuaus sight of the hoist operator andfor task leader.



SLO-KSC-1991-025
CHANGE 1, JULY 94
PAGE 5 OF 5

APPROVAL: DATE: g /-?ﬁ /,;?,

James F. Harrington 1l &
Director, Safety

and Relability (RT)
Kennedy Space Center




